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liability in respect to anything or the consequences of anything done or omitted regarding the whole or any part of this document. HEC product marking is the manufacturing mark of 

Hobson Engineering. HEC is a registered trademark of Hobson Engineering.

The easy solution for packing, levelling or spacing in building trades, 
joinery and the installation of kitchens, windows, doors, tiles and timber 
decking. 

Applications Trades

• Packers/spacers for window and 
door installations

• Spacing floor and wall tiles or 
timber decking

• Levelling furniture or kitchen 
cabinets

• Carpenters

• Builders

• Kitchen installers

• Window and door fitters

• Tilers

Material Plastic

Finish Plastic

• Lightweight,  
non-perishable plastic

• Nails or screw hole for fixing 
and/or temporary holding when 
required.

Features

L

W T

Available in carton 

and/or bucket
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Part QFind Colour Thickness Length Width Qty

T (mm)  L (mm) W (mm)

MPWPL075010 MPW700 Brown 1.0 75 35 100

MPWPL075015 MPW100 White 1.5 75 35 100

MPWPL075032 MPW200 Blue 3.2 75 35 100

MPWPL075050 MPW300 Red 5.0 75 35 100

MPWPL075064 MPW400 Green 6.4 75 35 100

MPWPL075100 MPW500 Black 10.0 75 35 100

MPWPL075150 MPW705 Orange 15.0 75 35 100

MPWPL075200 MPW710 Pink 20.0 75 35 50

Carton
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Part QFind Colour Thickness Length Width Qty

T (mm)  L (mm) W (mm)

MPWPL090010 MPW715 Brown 1.0 90 35 100

MPWPL090015 MPW720 White 1.5 90 35 100

MPWPL090032 MPW725 Blue 3.2 90 35 100

MPWPL090050 MPW730 Red 5.0 90 35 100

MPWPL090064 MPW735 Green 6.4 90 35 100

MPWPL090100 MPW740 Black 10.0 90 35 100

MPWPL090150 MPW745 Orange 15.0 90 35 75

MPWPL090200 MPW750 Pink 20.0 90 35 50

Carton
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Part QFind Colour Thickness Length Width Qty

T (mm)  L (mm) W (mm)

MPWPL140010 MPW775 Brown 1.0 140 25 200

MPWPL140020 MPW755 Purple 2.0 140 35 100

MPWPL140030 MPW760 Blue 3.0 140 35 100

MPWPL140050 MPW765 Red 5.0 140 35 100

MPWPL140100 MPW770 Black 10.0 140 35 100

Carton
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Bucket

Part QFind Colour Thickness Length Width Qty

T (mm)  L (mm) W (mm)

FTMPWPL075010 FTMPW700 Brown 1.0 75 35 700

FTMPWPL075015 FTMPW100 White 1.5 75 35 500

FTMPWPL075032 FTMPW200 Blue 3.2 75 35 500

FTMPWPL075050 FTMPW300 Red 5.0 75 35 400

FTMPWPL075064 FTMPW400 Green 6.4 75 35 300

FTMPWPL075100 FTMPW500 Black 10.0 75 35 200

FTMPWPL075150 FTMPW705 Orange 15.0 75 35 150

FTMPWPL075200 FTMPW710 Pink 20.0 75 35 125
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Part QFind Colour Thickness Length Width Qty

T (mm)  L (mm) W (mm)

FTMPWPL090010 FTMPW715 Brown 1.0 90 35 900

FTMPWPL090015 FTMPW720 White 1.5 90 35 600

FTMPWPL090032 FTMPW725 Blue 3.2 90 35 350

FTMPWPL090050 FTMPW730 Red 5.0 90 35 250

FTMPWPL090064 FTMPW735 Green 6.4 90 35 250

FTMPWPL090100 FTMPW740 Black 10.0 90 35 150

FTMPWPL090150 FTMPW745 Orange 15.0 90 35 110

FTMPWPL090200 FTMPW750 Pink 20.0 90 35 75

Bucket
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Part QFind Colour Thickness Length Width Qty

T (mm)  L (mm) W (mm)

FTMPWPL075X FTMPW600 Mix 1.5 -10.0 75 35
Please see 

quantity 
breakdown in 
table below

FTMPWPL090X FTMPW605 Mix 1.5 -10.0 90 35
Please see 

quantity 
breakdown in 
table below

Colour Thickness Pack Qty
T (mm)

White 1.5 150

Blue 3.2 90

Red 5.0 90

Green 6.4 20

Black 10.0 50

Mixed Bucket Contents 

Mixed Bucket


